
Illustrated
WuduMate Anti-ligature Tap

Product Code: WM-T-AL 

Specification Sheet (Metric)

Frequent Applications
Residential • Municipal • Education • Healthcare • Offices • Mosques

Flow Rate
5 LPM

Minimum pressure 1BAR

The information in this specification sheet reflects the current technical specifications at the time of print. 
We reserve the right to change the technical or physical specifications without prior notice. 
All WuduMate images and symbols are exclusive property of Specialist Washing Co. Specialist Washing Co. 
accept no liability for loss or damage caused by improper installation.
Any reproduction or retransmission or republication of any part of this specification sheet is strictly 
prohibited, unless prior written permission has been granted by Specialist Washing Co, E&OE.

Weight
Gross:0.45kg

Finish
Brushed

Material
316 Stainless Steel Body

Associated Products
Additional TMV required

Separate Sensor

Installed with
Wudumate Classic
On it’s own

All dimensions in mm
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Anti-Ligature TapWuduMate

WuduMate
+44 (0)1784 748080 • info@wudumate.com

45̊ HIGH SECURITY TAP SPOUT   

AT07-040

45̊  High Security tap spout with WRAS approved 5 LPM outlet. Anti-ligature design. Anti-

rotation pins. Brushed 316 Stainless Steel finish and DZR Brass BSP connection.

PRODUCT NUMBER

AT07-040

TECHNICAL DATA

Tap spout

Type   Tap spout

Material   316 Stainless Steel body

Surface finish  Brushed 

Gross weight  0.45kg

Operation type  Separate sensor  

Type of mounting  Wall mounted Ø¾” DZR brass BSP thread 

Type of mixing  Additional TMV required

Spout projection  76mm 

Minimum flow pressure 1BAR  

Water connection  Ø¾” DZR Brass BSP

Tap spout outlet

Flow rate   5 LPM      
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