
Installation Guide

Version 8  May 2022

MODULAR



2

Introduction 

The WuduMate Modular can be installed singly, but its major feature is its ability to be installed in ‘series’, to 

Option 1 - On top of the slab 

Option 2 - Within the slab 

     
 The WuduMate Modular can be installed on top of the 

facility

195mm
(7.68”)

Seated Modular Standing Modular

   
 

a) Within the slab with seat pole b) Within the slab without seat pole

     

Option 1 - Drain runs within the Modular 

can be located, but if possible it is suggested that each of these individual drains runs into a horizontal drain 

Floor level

Horizontal drain 
leading to 
drainage stack

Waste

The WuduMate Modular can be 

level to the back of the unit. This 

the unit provided no seat pole is 
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Drain runs within the floor

Option 2 - Drain runs into ceiling void below

Water Supply 

Floor level
Drainage under the 
base

Waste

Floor level

Connection into drain beneath base

Waste

regards to the prevention of Legionella
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Stud Wall

shorten the threaded ‘nipple’.

 

 

Back Panel Option or Tiles

 together accurately.

on which users can put their personal belongings.
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349
WASTE TO

 BACK OF WUDUMATE

BACK PANEL

INFILL
SUPPLIED BY OTHERS

CUT OUT
TO CLEAR WASTE



Tap/Faucet installation as follows:

to the structure of the building.

  

    

 is not possible, the   

  something similar.

 

Soap Dispenser Installation
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1/2" BSP THREAD

HEX NUTLOCKING WASHER
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a manual lever tap and sensor option

The location of the top of the soap reservoir should ideally be at a similar level as the dispenser itself. 
If too high, the soap dispenser could drip. 
‘Priming’ of the soap dispenser when first installed could be difficult. 
(‘Priming’ is the initial process of pumping the dispenser to exclude air in the pipe and lift the
weight of the soap in the tube to the level of the dispenser itself.)
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the soap running.

https://www.youtube.com/watch?v=Jxm_Fytzwlw

Soap

before all taps to prevent such occurrences.

each tap.

Waste/Trap Installation 

 

Modular installation.

waste

it is difficult
It is suggested therefore that the drainage be installed before the Wudumate Modular(s) are installed.

Then lower each Wudumate onto the waste, and finally add the top of the waste (refer page 10).



Seat Support Bracket 

Seat Pole Installation 

Turn the WuduMate Modular base to its correct position, place the silicone gasket in place over the holes 

   

Some communities from Asia are shorter than others from the Middle East and Africa, so some visitors to 
an ablution area might prefer the seat closer to the tap than others. Similarly, if an ablution area is for 

Adult/furthest position

 
Seat closest to tap

pole is further from the tap.pole nearer the tap.



Unit Installation

methodology. 

 



Unit Installation

When installing WuduMate Modular bases on other surfaces use industry standard bonding material, avoiding 

Ensure installation area is absolutely level. If more than one WuduMate Modular is to 

When multiple WuduMate Modular units are to be installed side by side, a bead of silicon should be applied 

silicon that it prevents the WuduMate Modular units from sitting neatly and evenly side by side.

face. Use a rubber mallet and spirit level to ensure the unit’s front face is vertical and the base is horizontal 
from left to right. 

Levelling line

Levelling line

Correct - Level installation of WuduMate Modular units

Incorrect - Level installation of WuduMate Modular units

accessed through the hole in the base of the unit.



Joints Between Units 

could gather in this position and not run off to the drain as intended.

 

Shelf Top (to be provided by others) 

 
Shelf Top Aperture 
If a soap dispenser is to be used, make appropriate arrangements to access its soap reservoir periodically 

Seat Pole Base Cover

pole base and reduce cleaning.

acrylic to acrylic. When applying silicone



 • Application spray 

These should ideally be applied before the Wudumate’s are installed, since it is far easier to apply the
decals when the back panel is horizontal on a flat surface, rather than when vertical after installation.



‘application tape’. 

 

application paper taking care not to tear the vinyl.

logo

patternpattern

soap dispenser

170mm

297mm

80
m

m

23
0m

m

(faucet).



 

 
There is almost certainly some truth in this, but the key to effective mould control, is to stop it coming in the 

Scratches on the acrylic surface can be removed the same way that they are removed from the bodywork
of motor cars
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Addendum	to	Installation	Guide	
	

DO	–	put	fixings	in	the	holes	at	the	bottom	of	the	
WuduMate	back-panel,	to	ensure	it	is	fixed	securely	
to	whatever	structure	it	is	fixed	to.	

	
	

DO		-	Fix	the	back-panels	securely	to	whatever	
structure	is	behind	the	WuduMate	back	panel	to	
keep	them	solid,	suggest	with	GRIPFIX	or	some	
similar	adhesive	
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DO	put	reinforcing	behind	the	‘shoulders	of	the	
WuduMate’	so	that	the	back	panel	is	unable	to	move	

	

	

	

	

	

	

	

DO	NOT	use	low	cost	sealant	and	inexperienced	
siliconers		

	

	

	

	

	
DO	use	high	quality,	ideally	NEUTRAL	CURE	silicone	
and	experienced	siliconers		
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DO	NOT	use	abrasive	cleaning	chemicals	

charlottethorpe-stanley
Cross-Out
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DO	NOT	hit	the	WuduMate	corners	to	level	up	during	

										Installation,	fracturing	of	the	acrylic	surface	can	occur	






