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L—> > WuduMate
TURKISH TOILET

Product Code WM-TT

Toilet with a bidet spray inside the bowl of the toilet. The bidet
function is operated by an on/off isolator valve located
conveniently to hand on the right-hand side of the toilet. By
locating the bidet spray inside the bowl rather than relying on a
traditional “lota” on the floor or a shattaf on the wall, water is
kept inside the bowl. Splashing on the floor causing
unpleasantness and a potential slip hazard for other users is
greatly reduced by this clever design feature.

Suitable settings include homes, municipal buildings, universities,
hospitals, offices and mosques.

The WuduMate Turkish Toilet comes complete with seat, manual
water mixer, dual cistern flushing mechanism, (normally 3 litres for
partial flush and 6 litres for full flush, but adjustable) and fittings.

Colour White

Handle Material Vitreous China

Bidet Spray Weight Net: (40kg) 88.19Ibs Gross: (42kg) 92.591bs

Carton Size (mm L750 x W420 x H855) inches L29.53 x W16.54 x
H33.66

Special Notes

P Trap fitting 250mm, 300mm.

In some countries including the UK, Category 4 regulations exist
which stipulate that a back flow preventer is installed in line to the
bidet nozzle.

Accessories/Options Alternative WuduMate Model WuduMate Hybrid Toilet
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The information in this specification sheet reflects the current technical specifications at the time of print. We reserve the right to change the technical or physical specifications without prior notice. All WuduMate images and symbols are exclusive
property of Specialist Washing Co. Specialist Washin? Co. accept no liability for loss or damage caused by improper installation. Any reproduction or retransmission or republication of any part of this specification sheet is strictly prohibited, unless
prior written permission has been granted by Specialist Washing Co, E&OE.
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